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Surface Mount

AT =R

Molded Cover

77000-9900 = Type Il + Switch
( Switchable / Manual )

77000-9800 = Type IIl
( Manual Reset )
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Trip Button

Stud

Reset lever
1/4"-28t Studs’

9900 Series Rating Amp 30~ 150Amp
77000-9900-050 : 9900 Seires in 50 Amp
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Reset lever] : 0§a
1/4"-28t Studs :

9800 Series Rating Amp 30~ 150Amp
77000-9800-150 : 9800 Seires in 150 Amp

77000-9700 = Type |
( Auto Reset)

Panel Mount

Molded Cover,

1/4"-28t Studs.
77000-9600 = Type llI+Switch
( Switchable / Manual )

1/4"-28t Studs,

77000-9500 = Type IlI
( Manual Reset )

1/4"-28t Studs

77000-9400 = Type |
( Auto Reset)
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1/4"-28t Studs’

9700 Series Rating Amp 30~ 150Amp
77000-9700-030 : 9700 Seires in 30 Amp
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Stud insulators

|

Trip Button

9600 Series Rating Amp 30~ 150Amp
77000-9600-100 : 9600 Seires in 100 Amp

WATERPROOE
D) NI
<
S ou 4510 J
< s
8 ©)
=T
1.57

—_—19 —

9500 Series Rating Amp 30~ 150Amp
77000-9500-120 : 9500 Seires in 120 Amp

1.57

9400 Series Rating Amp 30~ 150Amp
77000-9400-130 : 9400 Seires in 130 Amp
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e HiAmp Circuit Breaker

IP67 30~300Amp

Circuit Breaker Type

Single pole, Thermal device

Rating

30~250A, @32Vdc @48Vdc

Interrupt Capacity

30~150A 3KA@14Vdc (Typelll)
30~150A 3KA@48Vdc (Typelll)
30~150A 3KA@30Vdc (Typel)
(
(

160~250A 3KA@14Vdc (Type IIl)
160~300A 3KA@48Vdc (Type )

Operation Temperature

-22°Fto 176°F

Storage Temperature |-22°Fto284°F
Housing Thermal plastic UL rated 94V0
Splash and dust proof | IP67 grade

Standard

meetS.A.E.J1625,J1171,ABYCE-11
UL1500 (Ignition protection)

Stud size

1/4"-28t | 3/8"-16t for Wide SM

Torque rating

88in-Ib (10Nm) max.

Insulation Resistance

100M, 500VDC

Dielectric Stength

1800V 1 minute

Rivet and Stud

Copper with nickel plated

Wide Surface Mount

77000-9300 = Type Il + Switch

( Switchable / Manual )

77000-9200 = Type llI
( Manual Reset )

77000-9100 = Type |
( Auto Reset)

Luzwatze

Reset lever
3/8"-16t Studs

il
9300 Series Rating Amp 160~ 250Amp
77000-9300-250 : 9300 Seires in 250 Amp
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Molded Cover

( .

Reset lever
3/8"-16t Studs’

9200 Series Rating Amp 160~ 250Amp
77000-9200-200 : 9200 Seires in 200 Amp
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Stud mSUIEQg

3/8"-16t Studs’

9100 Series Rating Amp 160~ 300Amp
77000-9100-300 : 9100 Seires in 300 Amp
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Trip Time Curves *Trip Time

100% of rated current: Hold,no trip within 30 minutes.
135% of rated current: Trip within 30 minutes.

Temp Derating Curves

» Temperature Derating Curves

200% of rated current: Trip in 12-45 seconds.
300% of rated current: Trip in 3.5-12 seconds.

* Trip Time Curves

200%

The time/current characteristic curve depends on the ambient

temperature prevailing,In order to eliminate nuisance tripping.
150%

Please multiply the current breaker current ratings

/|

foverioad
300%
200%
135%
100%

Trip Time by the derating factor shown below.
Trip in 3.5-12 seconds.

Trip in 12-45 seconds.

100%.

Ambient
Temperaure
Mulitiplication
Factor

Trip within 30 minutes.
Hold.no tip within 30 minutes

|-10°C| 0°C |10“C |25°C | 40°C | 50°C | 60d

| 0.8 | 0.87

% OF RATED CURRENT

Load Current AS Percent of Circuit Breaker Rating

P 50 10 20 0 40 50 100 S0 1000200 1000
TIME IN SECONDS

TRIP CURVES ARE SPECIFIED OF 25°C/77°F
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1-855-BLUE-700
www.bluewatergadgets.com

Miramar Beach, Florida



